FINDING SERIAL NUMBER | ROBOSHOT

Location of machine plate - Roboshot
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FINDING SERIAL NUMBER | ROBOSHOT

Location of machine plate - Roboshot

“MACHINE SERIAL NO, CNC SERIAL NO.” is confirmed on the operation screen or machine plate. However, for some of the old
model, “"MACHINE SERIAL NO, CNC SERIAL NO.” on the operation screen is not supported to display.

. . Operation Screen
Machine type Machine Plate
MACHINE S/N CNCS/N

ROBOSHOT a-SiA ] . A (%1)
ROBOSHOT S-2000:B J o Not Supported
ROBOSHOT S-2000:A .

ROBOSHOT a-iA .

ROBOSHOT a-C ]

Not Supported

ROBOSHOT a-B ]

ROBOSHOT a-A ]

AUTOSHOT a-A .

Table (3%1) a-SiA CE-SHOT edition 10.0 or newer

@ System Information

SOFTWARE(APLI) SERIES EDITION SOFTWARE(CNC)  SERIES EDITION

A85Y 2 LADDER1 A83Y 10.0 i i
dasy : e i . @ Machine serial No.

4880 2 LADDER_DCS

- - AI-SHOT 58 :

483N : CEXE APL 5 i
CE-FTP_LIB _ | : : @ CNC serial No.
CE-FTP_LIB? : 1 906. 1. . . L
CE-10CONFIG EMBED ETHER 1. #% aSiA CESHOT edition 10.0 or newer
CE-LINKi : PMC_5YS1 5 :
CE-PARAMETER 7. PMC_1OCONF 16
CE-PROGRAM BE . USE SOFT
CE-SYSTEM : BOOT
CE-PARAMETERZ . DATASERVER

MACHINE TYPE HARDWARE

| SERTAL NO. ] MACHINE TYPE ~ ADVB-wx23- BOOT fCxx
WO o —yeal ELECTRIC UNIT AO7B-xxB5- B211

INJCT AXIS:X 5:1200mm/s INVERTER H:RJZ00-N/A

EXTRD AXIS:C 0 450RPH TEMP UNIT NEH :
CLAMP AXIS:Y 0:5TANDARD 400510 ML=
EJECT AXIS:A 0:STANDARD @

ADD AXIS:HA i
ADD AXIS:WB NOLD ROT.  iS12/3000 SERVD CARD BA
BARREL SPEC 1000,m/s NA CNTRI P-AM  CFI914  RM353
NOZZLE SPEC 100080/ A 37/38
DIAMETER 78 EFFICIENCY  E5[%]

OTHERS -

i

DIAGNOS 1/0 SERVO CROSS  HARDNARE
DIAGNOS  DIAGNOS CHECK DIAGNDS

Sample
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