ROBODRILL a-D21MiB5abv Mechanical specifications

MDS-03983-EN

TN

N\

N
R

%
7
/

Technical information subject to changes without prior notice. All rights reserved. ©2019 FANUC Europe Corporation

ROBODRILL « -D21MiB5abv

Travel X/Y/Z mm 500 x 400 x 400
Max. tool length (0-24,000 rpm) mm 250
Max. tool diameter mm 80
Table size mm 650 x 400
Max. table load kg 400
Max. tool mass (0-24,000 rpm) kg 4
Distance from spindle nose to table (with HC100) mm 180-580
Controller 31i-B5
Spindle speed rqgm 10000 | 24000
Spindle load 10,000 rpm (1 min) Nm | kW 80| 14.2
Spindle load 10,000 rpm (continuous operation) Nm | kW 13.6 1 4
Spindle load 24,000 rpm (1 min) Nm | kW 35|26
Spindle load 24,000 rpm (continuous operation) Nm | kW 7.515.5
Rapid traverse in all axes m/min 54
Programmable cutting feed mm/min 30000
Acceleration X/Y/Z [G] (100kg table load, 2kg-tool) 1.6/1.2/1.6
Number of tools 21
Tool change time (2 kg-tool (cut to cut) s 1.3
Spindle holder BT30/SK30 DIN 69871A °
Spindle holder BBT30 o
Bidirectional accuracy of p05|t|[c|>g|0nzg381i;:q ggési mm <0.006
Bidirectional repeatability of ﬁgglglgg_l;g] g;?gg&s] mm < 0.004
Air pressure consumption : L/min | Mpa 150 | 0.35-0.55
Machine mass/with DDR-TiB t 2.2/2.4

Not available ® Available o Optional




ROBODRILL a-D21MiB5aAbv Dimensions
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