M-2000:A/2300

Max. load capacity
at wrist:
2300 kg

ko

Max. reach:
3734 mm

Controlled
axes

Repeatability

(mm)

Mechanical
weight
(kg)

Motion range (°)

Maximum speed (°/s)

I

J2 J3 J4 J5 J6

J1

J2

J4 Moment/
Inertia

J3 J4 J5 Jb (Nm/kgm?)

J5 Moment/
Inertia
(Nm/kgm?)

J6 Moment/
Inertia
(Nm/kgm?)

+0.18"

11000

330

160 165 720 240 720

20

14

29400/7500

29400/7500

8820/5500

Working range

- 165 D+G

MDS-03834

350,

500

J5 axis

1500 600 rotation center

1700

2297

1300

Heeo :

4147

Motion range
of the J5 axis
rotation center

765
1543

535

L
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Mounting position Upside down

Mou

[S[e]mx]
] controlter

Accabinet

B-ca

Pendant Touch

Elec‘tr‘i“cal'conne.ctions

Voltage 50/60Hz 3phase V]

Voltage 50/60Hz 1phase [V]

Average power consumption kWl

Integrated services
signals on upper a

Environment

Acoustic noise level[dB]

Am

Body standard/optional

Wrist & J3arm sandard/optional

estandard  oonrequest - notavailable

Open air cabinet

() with hardware and/or software option

*Based on 1509283




